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Code No. Type Ø A
[in]

B
[in]

C
[in]

D
[in]

E
[in]

F
[in] G J

[in]
Taper Size
(optional)

7-849-3210 4705-32"-15" 31.50 7.09 0.47 14.96 11.06 13.00 6xM24 2.95 8 11 15

7-849-4010 4705-40"-20.5" 39.37 8.66 0.47 20.47 16.06 18.25 6xM24 2.95 11 15 20

7-849-4910 4705-49"-28" 49.21 8.82 0.47 28.35 22.76 25.50 6xM30 2.99 15 20 28

7-849-5510 4705-55"-28" 55.12 9.06 0.47 28.35 22.76 25.50 6xM30 3.15 15 20 28

7-849-6310 4705-63"-28" 62.99 9.25 0.47 28.35 22.76 25.50 6xM30 3.15 20 28

7-849-7110 4705-71"-28" 70.87 9.45 0.47 28.35 22.76 25.50 6xM30 3.15 20 28

7-849-7910 4705-79"-28" 78.74 9.84 0.47 28.35 22.76 25.50 6xM30 3.35 20 28
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 ■ Hardened and ground working surfaces
 ■ Balanced scroll plate
 ■ Chucks have additional T-slots

1 Set of solid reversible jaws

1 Wrench + 1 Hex key

Standard accessories

4705

big diameter combination chucksbig diameter combination chucks
• self-centering with 3 individually adjustable jaws
• forged steel body with plain back mount


