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Standard accessories

Spare parts 99-141
Technical data 142-148

1 Set of hard master jaws

1 Wrench

ROTATING WITH BLOCKING

Please select an appropriate chuck
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Code No. Type W*
[in]

Morse 
Taper

D1
[in]

D2
[in]

D3
[in]

B
[in]

L1
[in]

L2
[in]

L3
[in]

L4
[in] M Weight 

[lbs]

7-575-032 9187-3"-2 3.15 2 2.20 2.64 3.23 - 5.37 2.85 2.66 0.10 3xM6 5.51
7-575-033 9187-3"-3 3.15 3 2.20 2.64 3.23 - 6.04 2.85 2.66 0.10 3xM6 5.95
7-575-043 9187-4"-3 3.94 3 2.76 3.27 3.94 - 6.20 3.01 2.81 0.12 3xM8 8.38
7-575-044 9187-4"-4 3.94 4 2.76 3.27 3.94 - 7.11 3.07 2.81 0.12 3xM8 9.04
7-575-054 9187-5"-4 4.92 4 3.74 4.25 4.92 - 7.46 3.43 3.17 0.14 3xM8 13.23
7-575-055 9187-5"-5 4.92 5 3.74 4.25 4.92 - 8.52 3.43 3.17 0.14 3xM8 14.99
7-575-064 9187-6"-4 6.30 4 4.92 5.51 6.30 4.92 7.46 3.43 3.17 0.14 3xM10 16.76
7-575-065 9187-6"-5 6.30 5 4.92 5.51 6.30 4.92 8.52 3.43 3.17 0.14 3xM10 18.08

9187

SPECIAL CHUCKS ▪ WITH MORSE TAPER

■■ Can replace typical center in machine tailstock
■■ Chuck not included, please select one of the matching types

W - Chuck diameter

HEAVY DUTY ROTATING CHUCKS
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9188

Code No. Type Morse 
Taper

B
[in]

C
[in]

L
[in] M RPM

Max Load 
Capacity 

[lbs]

Weight 
[lbs]

7-843-1295 9188-12" 5 4.92 5.18 10.24 5/8 - 11 UNC 300 5,000 135

7-843-1695 9188-16" 6 5.71 6.00 13.17 1 - 8 UNC 200 13,000 237

W - Chuck diameter

■■ Can replace typical center in machine tailstock (i.e. tube machining)


