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BISON Chuck Type
Code No. Chuck Size Clamping 

range A B C F G L
M

Weight / set

3 jaw set [mm] [lbs]

2405-160-45K 7-792-1061 160 43 - 70 40 12 49 20 20 75 M6 3.75

2405-160-45K 7-792-1062 160 48 - 81 40 12 49 20 20 72 M6 3.53

2405-160-45K 7-792-1063 160 67 - 99 40 12 49 20 20 72 M6 3.75

2405-160-45K 7-792-1064 160 89 - 123 40 12 49 20 20 64 M6 3.97

2405-200-52K 7-792-1081 200 46 - 89 40 14 49 20 25 82 M6 3.97

2405-200-52K 7-792-1082 200 80 - 117 40 14 49 20 25 69 M6 3.75

2405-200-52K 7-792-1083 200 106 - 150 40 14 49 20 25 63 M6 3.75

2405-200-52K 7-792-1084 200 138 - 182 40 14 49 20 25 60 M6 3.97

2405-250-75K 7-792-1101 250 59 - 110 40 16 59 25 30 97 M6 5.51

2405-250-75K 7-792-1102 250 95 - 147 40 16 59 25 30 80 M6 5.29

2405-250-75K 7-792-1103 250 133 - 185 40 16 59 25 30 71 M6 4.85

2405-250-75K 7-792-1085 250 172 - 224 40 16 59 25 30 65 M6 5.73

2405-315-91K 7-792-1121 315 74 - 156 50 21 49 20 30 105 M8 6.61

2405-315-91K 7-792-1122 315 134 - 216 50 21 49 20 30 82 M8 5.51

2405-315-91K 7-792-1123 315 192 - 278 50 21 49 20 30 82 M8 5.73

2405-315-91K 7-792-1124 315 252 - 330 50 21 49 20 30 90 M8 7.28
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power chuck jawspower chuck jaws

HARD CLAW JAWS•	 inside diameter clamping
•	1.5 MM X 60° serration

Workpiece stops - Page 23

T-Nuts - Page 22 


