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	■ To use, first insert the collet into 
the chuck nut by squeezing the 
collet and pressing

	■ Place the sleeve into the chuck nut’s 
collar ring until fully seated

	■ Then load the collet into the chuck
	■ Put the tool into the collet’s hole 
and clamp the nut by the wrench

	■ For collet removal simply squeeze 
the collet while pulling it from 
chuck nut at the angle

CLAMPING OF TOOLS  
IN COLLET HOLDERS

7618-M

Code No. Collet 
size

Clamping 
range d 

[mm]

D
[mm / in]

L
[mm / in]

7-171-503 ER16 3 - 2.5 17 / 0.67 27.5 / 1.08

7-171-5035 ER16 3.5 - 3 17 / 0.67 27.5 / 1.08

7-171-504 ER16 4 - 3.5 17 / 0.67 27.5 / 1.08

7-171-5045 ER16 4.5 - 4 17 / 0.67 27.5 / 1.08

7-171-505 ER16 5 - 4.5 17 / 0.67 27.5 / 1.08

7-171-5055 ER16 5.5 - 5 17 / 0.67 27.5 / 1.08

7-171-506 ER16 6 - 5.5 17 / 0.67 27.5 / 1.08

7-171-507 ER16 7 - 6 17 / 0.67 27.5 / 1.08

7-171-508 ER16 8 - 7 17 / 0.67 27.5 / 1.08

7-171-509 ER16 9 - 8 17 / 0.67 27.5 / 1.08

7-171-510 ER16 10 - 9 17 / 0.67 27.5 / 1.08

7-171-603 ER20 3 - 2.5 21 / 0.83 31.5 / 1.24

7-171-6035 ER20 3.5 - 3 21 / 0.83 31.5 / 1.24

7-171-604 ER20 4 - 3.5 21 / 0.83 31.5 / 1.24

7-171-6045 ER20 4.5 - 4 21 / 0.83 31.5 / 1.24

7-171-605 ER20 5 - 4.5 21 / 0.83 31.5 / 1.24

7-171-6055 ER20 5.5 - 5 21 / 0.83 31.5 / 1.24

7-171-606 ER20 6 - 5.5 21 / 0.83 31.5 / 1.24

7-171-607 ER20 7 - 6 21 / 0.83 31.5 / 1.24

7-171-608 ER20 8 - 7 21 / 0.83 31.5 / 1.24

7-171-609 ER20 9 - 8 21 / 0.83 31.5 / 1.24

7-171-610 ER20 10 - 9 21 / 0.83 31.5 / 1.24

7-171-611 ER20 11 - 10 21 / 0.83 31.5 / 1.24

7-171-612 ER20 12 - 11 21 / 0.83 31.5 / 1.24

7-171-613 ER20 13 - 12 21 / 0.83 31.5 / 1.24

7-171-703 ER25 3 - 2.5 26 / 1.02 34 / 1.34

7-171-7035 ER25 3.5 - 3 26 / 1.02 34 / 1.34

7-171-704 ER25 4 - 3.5 26 / 1.02 34 / 1.34

7-171-7045 ER25 4.5 - 4 26 / 1.02 34 / 1.34

7-171-705 ER25 5 - 4.5 26 / 1.02 34 / 1.34

Code No. Collet
size

Clamping 
range d 

[mm]

D
[mm / in]

L
[mm / in]

7-171-7055 ER25 5.5 - 5 26 / 1.02 34 / 1.34

7-171-706 ER25 6 - 5.5 26 / 1.02 34 / 1.34

7-171-707 ER25 7 - 6 26 / 1.02 34 / 1.34

7-171-708 ER25 8 - 7 26 / 1.02 34 / 1.34

7-171-709 ER25 9 - 8 26 / 1.02 34 / 1.34

7-171-710 ER25 10 - 9 26 / 1.02 34 / 1.34

7-171-711 ER25 11 - 10 26 / 1.02 34 / 1.34

7-171-712 ER25 12 - 11 26 / 1.02 34 / 1.34

7-171-713 ER25 13 - 12 26 / 1.02 34 / 1.34

7-171-714 ER25 14 - 13 26 / 1.02 34 / 1.34

7-171-715 ER25 15 - 14 26 / 1.02 34 / 1.34

7-171-716 ER25 16 - 15 26 / 1.02 34 / 1.34

7-171-803 ER32 3 - 2.5 33 / 1.3 40 / 1.57

7-171-8035 ER32 3.5 - 3 33 / 1.3 40 / 1.57

7-171-804 ER32 4 - 3.5 33 / 1.3 40 / 1.57

7-171-8045 ER32 4.5 - 4 33 / 1.3 40 / 1.57

7-171-805 ER32 5 - 4.5 33 / 1.3 40 / 1.57

7-171-8055 ER32 5.5 - 5 33 / 1.3 40 / 1.57

7-171-806 ER32 6 - 5.5 33 / 1.3 40 / 1.57

7-171-807 ER32 7 - 6 33 / 1.3 40 / 1.57

7-171-808 ER32 8 - 7 33 / 1.3 40 / 1.57

7-171-809 ER32 9  -8 33 / 1.3 40 / 1.57

7-171-810 ER32 10 - 9 33 / 1.3 40 / 1.57

7-171-811 ER32 11 - 10 33 / 1.3 40 / 1.57

7-171-812 ER32 12 - 11 33 / 1.3 40 / 1.57

7-171-813 ER32 13 - 12 33 / 1.3 40 / 1.57

7-171-814 ER32 14 - 13 33 / 1.3 40 / 1.57

7-171-815 ER32 15 - 14 33 / 1.3 40 / 1.57

7-171-816 ER32 16 - 15 33 / 1.3 40 / 1.57

7-171-817 ER32 17 - 16 33 / 1.3 40 / 1.57

7-171-818 ER32 18 - 17 33 / 1.3 40 / 1.57

7-171-819 ER32 19 - 18 33 / 1.3 40 / 1.57

7-171-820 ER32 20 - 19 33 / 1.3 40 / 1.57

7-171-903 ER40 3 - 2.5 41 / 1.61 46 / 1.81

7-171-9035 ER40 3.5 - 3 41 / 1.61 46 / 1.81

7-171-904 ER40 4 - 3.5 41 / 1.61 46 / 1.81

7-171-9045 ER40 4.5 - 4 41 / 1.61 46 / 1.81

7-171-905 ER40 5 - 4.5 41 / 1.61 46 / 1.81

7-171-9055 ER40 5.5 - 5 41 / 1.61 46 / 1.81

7-171-906 ER40 6 - 5.5 41 / 1.61 46 / 1.81

7-171-907 ER40 7 - 6 41 / 1.61 46 / 1.81

7-171-908 ER40 8 - 7 41 / 1.61 46 / 1.81

7-171-909 ER40 9 - 8 41 / 1.61 46 / 1.81

7-171-910 ER40 10 - 9 41 / 1.61 46 / 1.81

7-171-911 ER40 11 - 10 41 / 1.61 46 / 1.81

7-171-912 ER40 12 - 11 41 / 1.61 46 / 1.81

7-171-913 ER40 13 - 12 41 / 1.61 46 / 1.81

7-171-914 ER40 14 - 13 41 / 1.61 46 / 1.81

7-171-915 ER40 15 - 14 41 / 1.61 46 / 1.81

7-171-916 ER40 16 - 15 41 / 1.61 46 / 1.81

7-171-917 ER40 17 - 16 41 / 1.61 46 / 1.81

7-171-918 ER40 18 - 17 41 / 1.61 46 / 1.81

7-171-919 ER40 19 - 18 41 / 1.61 46 / 1.81

7-171-920 ER40 20 - 19 41 / 1.61 46 / 1.81

7-171-921 ER40 21 - 20 41 / 1.61 46 / 1.81

7-171-922 ER40 22 - 21 41 / 1.61 46 / 1.81

7-171-923 ER40 23 - 22 41 / 1.61 46 / 1.81

7-171-924 ER40 24 - 23 41 / 1.61 46 / 1.81

7-171-925 ER40 25 - 24 41 / 1.61 46 / 1.81

7-171-926 ER40 26 - 25 41 / 1.61 46 / 1.81

	■ ER collets - metric

Code No. Collet Clamping range
d [mm]

Full set 
pcs.

7-171-595 ER16 3-10 8

7-171-695 ER20 3-13 11

7-171-795 ER25 3-16 14

7-171-895 ER32 3-20 18

7-171-935 ER40 4-26 24

7618-M-KPL

	■ ER collets metric - set

metric er colletsmetric er collets


